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For productive vibration free machining

We can offer several types of Advanced Damped Boring bars with ATC in the front. 

Advanced Damped Boring Bars – built in features

Boring bars with integrated and pretuned Silent Tools• ® damping system.
Automatic Tool Change (ATC) in the front.• 
ATC activated by hydraulic oil or spring package. Gas or mechanical spring package.• 
Through holes for coolant and air blow.• 
Possible with Ultra High Coolant Pressure (350 bar).• 
Bar diameter from Ø 100 mm up to Ø 300 mm.• 
Front coupling with Coromant Capto• ® C6, C8 or HSK100.
Tool overhang up to 10 x bar diameter.• 
Possible to have adjustable tool overhang. Bars with hard coated surface for smooth movement and maximum wear • 
resistance.
Bars integrated into the machine.• 

Advanced Damped Boring Bars with Automatic Tool Change (ATC) in front

Advanced Damped Boring Bar designed for 
WFL multi task machines

Silent Tools• ® pretuned damping system.
Coromant Capto• ® C8 front coupling
220 mm cylindrical hard coated bar body.  • 
Adjustable tool overhang. Up to 10 x dia.• 
ATC activated by hydraulic oil pressure.• 
Air and coolant through.• 

Advanced Damped Boring Bar designed for 
Mori Seiki multi task machines.

Silent Tools• ® pretuned damping system.
Coromant Capto• ® C8 front coupling
120 mm cylindrical bar body. Flange • 
mounted with screw connection.  
Fixed overhang of 10 x dia.• 
ATC activated by gas spring.• 
Air and coolant through.• 
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For productive vibration free machining

Advanced Damped Boring Bars with Automatic Tool Change (ATC) in front

Advanced Damped Boring Bar designed for 
Mazak multi task machines.

Silent Tools• ® pretuned damping system.
Coromant Capto• ® C6, C8 or special short 
BBT50 front coupling
100 or 120 mm cylindrical bar body.  • 
Fixed tool overhang. • 
ATC activated by mechanical spring.• 
Air and coolant through.• 

NOTE! Serrations in the front rotated 35 deg.
Designed only for ATC boring bars for 
Mazak machines 

Coromant Capto C8 adapters specially designed for Mazak ATC boring bars

                    Order code

Coupling
size

Dimensions, mm

 dmt            D5m              f21      l1 l21  

Coromant Capto C8 S-570-2C-80-55-e8//C8-Mazak 80 63 10  55 31
CoroTurn SL quick change adapter
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+x

-y
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NOTE! Serrations in the front rotated 35 deg.
Designed only for ATC boring bars for 
Mazak machines 

                    Order code

Coupling
size

Dimensions, mm

 dmt            D5m              f21      l1 l21  l22

Coromant Capto C8 S-570-2C-40-55-e8//C8-Mazak 40 80 40  55 32 47
CoroTurn SL adapter

Price and del. time on request. 

Price and del. time on request. 

Coolant through 

Coolant through 
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For productive vibration free machining


